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	WALL MOUNTED DC INVERTER SPLIT SYSTEM
	

	INTRODUCTION TO THE RANGE
The ABC wall-mounted Split system is available in the following versions:

- R410 A Heat Pump, DEF models, 2 sizes.
	

	RECOMMENDATION
This unit is ideal for small structures where individual air conditioning is required.
We recommend it for small businesses, offices, residential premises, etc.
	

	CONSTRUCTION
This unit consists of:
An outdoor section consisting of a very quiet-running axial condensing unit, made from electrolytic zinc steel sheet and antirust-coated components with valve protection cover.

Modern designed indoor section, positioned high up on wall, for treating the air in the room.

An infrared remote controller with LCD screen.
	

	DESIGN FEATURES

Tangential fan with speed control, limiting the noise level to a whisper.

Two direction air swing system, providing uniform coverage with blown air and ensuring a uniform environment.

Filter system GHI AIR to obtain better INDOOR AIR QUALITY with four types of filters:
Active carbon: Eliminates kinds of odours and inactivates harmful chemical gas.

Electrostatic filter: Traps small dust particles, smokes.

UV generator: Oxidize and eliminate bacteria and virus.

Photo Catalyst: Absorb and neutralize odours, virus and other chemical vapors.
	

	REMOTE CONTROL
The infrared remote control allows on/off timer function and entry of instructions.
Data is displayed clearly on the screen (temperature, operating mode, ventilation speed, etc.), making the controller even easier to use.
	

	HIGH EFFICIENCY
With the powerful compressor and optimized refrigerant, the EER can reach EU Energy Label up to Class A, greatly reducing the power consumption.
	


